
SUSTAINABLE MATERIALS

Support propre et sec

PRÉPARATION DE SURFACE

Couteau à enduire, machine à projeter.

APPLICATION 

- Bien mélanger l'enduit.

- Dilution lors de l'application à la machine à projeter : Eau.

CONSEILS D'EMPLOI

Enduisage sur ciment, brique, plâtre chaque fois qu'une 
égalisation de surface est nécessaire.

UTILISATION 

- Séchage rapide
- Facilement ponçable
- Bonne adhérence.

PROPRIÉTÉS

Copolymère vinyle acrylique.
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CARACTÉRISTIQUES

Densité

Viscosité à 20-25 °C

Séchage à 20-25 °C

Ponçabilité

Aspect

Délai de stockage sous abri

Conditionnement

1,709 ± 0,05

2200 Po ± 200 (Brookfield M6/V2)

Sec 3-4 h

Après 4-5 h

Mat

09 mois dans son emballage

5 kg, 15 kg, 30 kg.

RÉF :  SM PASTE COATING

SPÉCIFICATIONS TECHNIQUESFR



SUSTAINABLE MATERIALS

Clean and dry surface

PREPARING THE SURFACE

Coating knife, spraying machine.

APPLICATION 

- Mix the coating well.

- Dilution when applying with a spraying machine: Water.

HOW TO USE

Coating on cement, brick and plaster whenever surface levelling 
is required.

FOR USE

- Quick drying
- Easy to sand
- Good adhesion.

PROPERTIES

Vinyl acrylic copolymer.
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REF :  SM PASTE COATING

TECHNICAL SPECIFICATIONS

FEATURES

Density

Viscosity at 20-25 °C

Drying at 20-25 °C

Sanding

Appearance

Shelf life

Packaging

1.709 ± 0.05

2200 Po ± 200 (Brookfield M6/V2)

Dry 3-4 h

After 4-5 h

Matt

09 months in packaging

5 kg, 15 kg, 30 kg.
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